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Description:

Remote Climate Monitors - prevent an IT environmental crisis with these robust controllers that perform
the following functions. Monitors temperature, air flow, humidity, dew point, door position, air pollution,
smoke alarms and moisture via connected sensors. Eliminates use of splitters/CCAT's with built-in RJ
connection jac and /O ports. Visually supervises Data Center by interfacing web cameras. Sends alarm
notifications to 5 cell phones/e-mail addresses. Observes equipment status via web-browser-based user
interface. Allows viewing of data graphs and analysis of historicallogs. Includes AC adapter. UL Listed.
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Image:

Applicable Specifications and Agency Compliance (Overall)
Applicable Standards & Environmental Programs

UL Listing: UL Listed
EU Directive 2002/95/EC (RoHS): Yes
EU RoHS Compliance Date (mm/dd/yyyy): 06/01/2006

Notes (Overall)

Notes: Environmental monitoring includes 1 built-in temperature sensor and 1 RJ connection jacks for Remote Sensors and a RJ45
Ethernet connection. Supported protocols: DHCP, HTTP, HTTPS (SSL/TLS), ICMP, TCP/IP, SMTP/POP3 & HTML, SNMP,
CSV/Plain Text, Telnet, WAP, PDA Formatted HTML, XML. Compact unit can handle up to 16 external sensors, splitter
required. Splitter part numbers 9318-0510 16-Way splitter, 9318-0511 5-Way splitter.

Related Documents:

No related documents are available for this product

Put Ups and Colors:

Item # Putup Ship Weight Color Notes Item Desc
9318-0500 1EA 0.000 EA CLIMATE CONTROLLER
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Although Belden makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications
described herein are subject to error or omission and to change without notice, and the listing of such information and specifications does not
ensure product availability.

Belden provides the information and specifications herein on an "AS IS" basis, with no representations or warranties, whether express,
statutory or implied. In no event will Belden be liable for any damages (including consequential, indirect, incidental, special, punitive, or
exemplary damages) whatsoever, even if Belden has been advised of the possibility of such damages, whether in an action under contract,
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negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein.

All sales of Belden products are subject to Belden's standard terms and conditions of sale.

Belden believes this product to be in compliance with EU RoHS (Directive 2002/95/EC, 27-Jan-2003). Material manufactured prior to the
compliance date may be in stock at Belden facilities and in our Distributor’s inventory. The information provided in this Product Disclosure, and
the identification of materials listed as reportable or restricted within the Product Disclosure, is correct to the best of Belden’s knowledge,
information, and belief at the date of its publication. The information provided in this Product Disclosure is designed only as a general guide
for the safe handling, storage, and any other operation of the product itself or the one that it becomes a part of. This Product Disclosure is not
to be considered a warranty or quality specification. Regulatory information is for guidance purposes only. Product users are responsible for
determining the applicability of legislation and regulations based on their individual usage of the product.
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