Detailed Specifications & Technical Data BELDEN

ENGLISH MEASUREMENT VERSION

9318-0505 PDU's/Mission Critical PDU's - Remote Environmental Sensors

For more Information
g 1 please call
1-800-793-2954

Description:

Remote Water Detection Sensor acts as a conductivity bridge to detect the presence of moisture/water in
your facility. connects to 1/0 ports with 20' cable.

Image

Image:

Applicable Specifications and Agency Compliance (Overall)
Applicable Standards & Environmental Programs
EU Directive 2000/53/EC (ELV): Yes

EU RoHS Compliance Date (mm/dd/yyyy): 06/01/2006

Related Documents:

No related documents are available for this product
Put Ups and Colors:

Item # Putup Ship Weight Color Notes Item Desc
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Although Belden makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications
described herein are subject to error or omission and to change without notice, and the listing of such information and specifications does not
ensure product availability.

Belden provides the information and specifications herein on an "AS IS" basis, with no representations or warranties, whether express,
statutory or implied. In no event will Belden be liable for any damages (including consequential, indirect, incidental, special, punitive, or
exemplary damages) whatsoever, even if Belden has been advised of the possibility of such damages, whether in an action under contract,
negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein.

All sales of Belden products are subject to Belden's standard terms and conditions of sale.
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