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CMR-230104-L6-6
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-6
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133800
	Weight: 	28.0000
	Color: 	BLUE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-6) DatasheetAdd to Compare
CMR-230104-L6-9
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-9
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133801
	Weight: 	28.0000
	Color: 	WHITE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-9) DatasheetAdd to Compare
CMR-230104-L6-4
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-4
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133802
	Weight: 	28.0000
	Color: 	YELLOW
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-4) DatasheetAdd to Compare
CMR-230104-L6-8
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-8
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133803
	Weight: 	28.0000
	Color: 	GRAY
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-8) DatasheetAdd to Compare
CMR-230104-L6-2
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-2
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133804
	Weight: 	28.0000
	Color: 	RED
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-2) DatasheetAdd to Compare
CMR-230104-L6-3
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-3
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133805
	Weight: 	28.0000
	Color: 	ORANGE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-3) DatasheetAdd to Compare
CMR-230104-L6-5
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-5
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133806
	Weight: 	28.0000
	Color: 	GREEN
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-5) DatasheetAdd to Compare
CMR-230104-L6-0
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-0
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133807
	Weight: 	28.0000
	Color: 	BLACK
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-0) DatasheetAdd to Compare
CMR-230104-L6-PNK
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-PNK
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133808
	Weight: 	28.0000
	Color: 	PINK
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-PNK) DatasheetAdd to Compare
CMR-230104-L6-7
	Temperature Range, Operating: 	-20ºC To +75ºC
	Velocity of Propagation: 	68
	SKU: 	CMR-230104-L6-7
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMR
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMR
	Mfr. Part No: 	7133809
	Weight: 	28.0000
	Color: 	PURPLE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	PO - Polyolefin
	Overall Nominal Diameter: 	0.205
	Outer Jacket Material: 	FR-PVC - Flame Retardant Polyvinyl Chloride
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMR-230104-L6-7) DatasheetAdd to Compare
CMP-230104-L6-6
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-6
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131800
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	BLUE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-6) DatasheetAdd to Compare
CMP-230104-L6-9
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-9
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131801
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	WHITE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-9) DatasheetAdd to Compare
CMP-230104-L6-4
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-4
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131802
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	YELLOW
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-4) DatasheetAdd to Compare
CMP-230104-L6-8
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-8
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131803
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	GRAY
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-8) DatasheetAdd to Compare
CMP-230104-L6-2
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-2
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131804
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	RED
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-2) DatasheetAdd to Compare
CMP-230104-L6-3
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-3
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131805
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	ORANGE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-3) DatasheetAdd to Compare
CMP-230104-L6-5
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-5
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131806
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	GREEN
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-5) DatasheetAdd to Compare
CMP-230104-L6-0
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-0
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131807
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	BLACK
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-0) DatasheetAdd to Compare
CMP-230104-L6-PNK
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-PNK
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131808
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	PINK
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-PNK) DatasheetAdd to Compare
CMP-230104-L6-7
	Temperature Range, Operating: 	-20ºC To +75ºC
	Impedance: 	100 +/- 15
	Velocity of Propagation: 	70
	SKU: 	CMP-230104-L6-7
	Manufacturer: 	General Cable
	CEC/C(UL) Specification: 	CMP
	RoHS: 	Yes
	EU CE Mark: 	Yes
	NEC/(UL) Specification: 	CMP
	Mfr. Part No: 	7131809
	Plenum: 	Yes
	Weight: 	28.0000
	Color: 	PURPLE
	Cable Type: 	Paired
	Conductor Size (AWG): 	23
	Conductor Material: 	BC - Bare Copper
	Number of Pairs: 	4
	Conductor Stranding: 	Solid
	Insulation Material: 	Fluoropolymer/Dual-Layer Polyolefin
	Overall Nominal Diameter: 	0.2
	Outer Jacket Material: 	Low-Smoke, Flame-Retardant PVC
	Outer Shield Material: 	Unshielded
	Amount: 	1000 FT Pull-Pac® II

GenSPEED® 6 Category 6 Cable (CMP-230104-L6-7) DatasheetAdd to Compare
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                     Quick Overview

                     
                     
                    Solid Bare Copper. Polyolefin (Non-Plenum) or Fluoropolymer/Dual-Layer Polyolefin (Plenum)  Insulation. Flame-Retardant PVC (Non-Plenum) or Low-Smoke, Flame-Retardant PVC (Plenum) Jacket.



GenSPEED® 6 is a standard-compliant Category 6 cable that features a unique tape design engineered for consistent electrical performance. Its TRU-Mark® print legend contains footage markings from 1000' to 0', making usage easier to trace. Also ask your IWC representative about General Cable's 17 FREE™ line of riser-rated GenSPEED® 6 cables, which may qualify for LEED credit from the U.S. Green Building Council.                 

                        
            
            
	SKU	Color	Amount	Plenum
	CMP-230104-L6-7	PURPLE	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-PNK	PINK	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-0	BLACK	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-5	GREEN	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-3	ORANGE	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-2	RED	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-8	GRAY	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-4	YELLOW	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-9	WHITE	1000 FT Pull-Pac® II	Yes
	CMP-230104-L6-6	BLUE	1000 FT Pull-Pac® II	Yes
	CMR-230104-L6-7	PURPLE	1000 FT Pull-Pac® II	No
	CMR-230104-L6-PNK	PINK	1000 FT Pull-Pac® II	No
	CMR-230104-L6-0	BLACK	1000 FT Pull-Pac® II	No
	CMR-230104-L6-5	GREEN	1000 FT Pull-Pac® II	No
	CMR-230104-L6-3	ORANGE	1000 FT Pull-Pac® II	No
	CMR-230104-L6-2	RED	1000 FT Pull-Pac® II	No
	CMR-230104-L6-8	GRAY	1000 FT Pull-Pac® II	No
	CMR-230104-L6-4	YELLOW	1000 FT Pull-Pac® II	No
	CMR-230104-L6-9	WHITE	1000 FT Pull-Pac® II	No
	CMR-230104-L6-6	BLUE	1000 FT Pull-Pac® II	No

   

			
                            
                        
          
            
                                                                        
    

        


    
     
		
		
    
        
        
        
        

    

    
    
		   	Details


		   
		     		        
		            		                    23 AWG Solid Bare Copper, Polyolefin, Rip Cord, Flame-Retardant PVC		        

				        
		            		                Specifications

    	SKU	GenSPEED® 6 Category 6 Cable
	Manufacturer	General Cable


    


		        

				     
		   

		   
		         		     
		   

		   
		          		    

		    
			
		    
		    					
				    
		General Cable GenSPEED® 6 Category 6 Cable
		GenSPEED® 6 Category 6 Cable
		        23 AWG Solid Bare Copper, Polyolefin, Rip Cord, Flame-Retardant PVC    Specifications

    	SKU	GenSPEED® 6 Category 6 Cable
	Manufacturer	General Cable


    



		23 AWG Solid Bare Copper, Polyolefin, Rip Cord, Flame-Retardant PVC
		
	

	

		    

          
		 

    

    
    


    







 
 





                

            

        

    		
		    
		        We were not aware of IWC., until a person from another vendor started employment with you. The professionalism from her in her last position has definitely carried over with her in this position as well. 
– Heather F. Frisco, TX | View All Testimonials
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